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Preliminary Amendment 

Amendments to the Claims: 

1. (Orignial) A device for mounting a UV bulb comprising: 

a housing, said housing having a hole therein; 

a mounting bracket assembly, said mounting bracket comprising a side bracket and an 
adjustable bracket; 

said side bracket being connected to said housing and said adjustable bracket being 
rotatably mounted to said side bracket; 

said adjustable bracket having means for mounting a UV bulb such that when said UV 
bulb is mounted to said adjustable bracket, said bulb can be inserted through said hole in said 
housing. 

2. (Original) The device of claim 1 wherein said means for mounting the UV bulb includes a 
clamp to clamp the UV bulb to said adjustable bracket. 

3. (Original) The device of claim 1 wherein said device has means for securing the adjustable 
bracket to said side bracket. 

4. (Original) The device of claim 3 wherein said means for securing said adjustable bracket 
includes a hole in said adjustable bracket, a guide slot in said side bracket and a fastener which 
can be inserted through said guide slot and said hole in said adjustable bracket to secure the 
adjustable bracket. 

5. (Original) The device of claim 1 wherein said adjustable bracket substantially covers said 
hole in said housing. 

6. (Original) The device of claim 1 wherein said adjustable bracket has a substantially semi- 
circular portion which substantially covers said hole in said housing. 
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7. (Original) The device of claim 1 wherein said UV bulb can be rotated through an angle of 
approximately 90 degrees. 

8. (Original) A device for mounting a UV bulb comprising: 

a housing; 

a side bracket mounted to said housing; and 

an adjustable bracket having means for mounting a UV bulb; 

said side bracket being connected to said housing and said adjustable bracket being 
rotatably mounted to said side bracket such that said UV bulb can be rotated through an arc of 
about 90 degrees. 

9. (Original) The device of claim 8 wherein said housing has a hole therein through which the 
UV bulb can be extended. 

10. (Original) The device of claim 9 wherein said adjustable bracket substantially covers said 
hole in said housing. 

1 1 . (Original) The device of claim 8 further comprising securing means for securing said 
adjustable bracket to said fixed bracket thereby preventing rotation of the adjustable bracket. 

12. (Original) The device of claim 1 wherein said securing means includes a threaded pin, a 
groove in said fixed bracket for receiving said pin, a hole in said adjustable bracket also for 
receiving said pin and a nut for threading onto said pin to secure said adjustable bracket to said 
fixed bracket. 

13. (New) An ultraviolet device for use with an air duct in an air ventilation system comprising: 

an ultraviolet lamp; and 

means for securing said ultraviolet lamp to a wall of an air duct such that said lamp is 
positioned within said air duct at an angle not perpendicular to the wall to which it is secured. 
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14. (New) The ultraviolet device of claim 13 wherein said means for securing said ultraviolet 
lamp to a wall of an air duct comprises a portion for grasping said ultraviolet lamp and securing 
said lamp to said air duct. 

15. (New) An ultraviolet device for use with an air duct in an air ventilation system comprising: 

a housing including means for securing said housing to a wall of an air duct; 
a mounting bracket attached to said housing; and 

an elongated ultraviolet lamp removably secured to said mounting bracket and extending 
into said air duct at an angle not perpendicular to said wall of said air duct. 

16. (New) The ultraviolet device of claim 15 further comprising a clamping piece securing said 
ultraviolet lamp to said mounting bracket. 

17. (New) The ultraviolet device of claim 16 wherein said clamping piece secures said 
ultraviolet lamp to said angled mounting bracket by clamping a portion of said ultraviolet lamp 
between said clamping piece and said angled mounting bracket. 

1 8. (New) An ultraviolet device for use with an air duct in an air ventilation system comprising: 

a housing; 

an angled mounting bracket attached to said housing; and 

an ultraviolet lamp removably secured to said angled mounting bracket. 

19. (New) The ultraviolet device of claim 18 wherein said ultraviolet lamp is secured to said 
angled mounting bracket by a clamping piece. 

20. (New) The ultraviolet device of claim 19 wherein said clamping piece secures said 
ultraviolet lamp to said angled mounting bracket by clamping a portion of said ultraviolet lamp 
between said clamping piece and said angled mounting bracket. 
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21 . (New) The ultraviolet device of claim 1 8 wherein said housing has a wall including a hole 
therein and said ultraviolet lamp extends through said hole into the air duct at an angle between 
approximately 10 and 80 degrees relative to said wall. 
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